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MODU-FIRE® Forced Draft
Boiler Models N1500MFD & N2000MFD

Boiler Models N1500VX, N1700VX, & N2000VX

/ /

A Boilers
C  NG  LP  NG  LP  NG  LP
E 4" w.c. 7.0" w.c. 3.5" w.c. 7.0" w.c. 3.5" w.c. 7.0" w.c.

G
G1
J
P
R
S
X

127.5 GPM 144.5 GPM 170 GPM
63.8 GPM 72.3 GPM 85 GPM

MODU-FIRE®/ FD boilers require Category II (condensing-negative pressure) or Category IV (condensing-positive pressure) venting and VELOX™ / boilers require Category I (non-condensing) venting as 
defined in ANSI Z223.1/NFPA 54/CSA-B.149 Latest Edition.

Output (BTU/hr)

80 PSIG 3/4"x 1" 15-160 psi/0-250°F
100 PSIG 3/4"x 3/4" 15-160 psi/0-250°F

54"x32"x68" (LxWxH)
 120V 1ph 60Hz (VX ONLY)               208-220V 1ph 60Hz (MFD OR VX)

< 10 Amps

10 Amps

15-160 psi/0-250°F

Rep Name: Email:

Fuel Options

BOILER CONECTIONS

Boiler Return

BOILER CONTROLS

ASME CSD-1 is standard

Min Inlet Gas Pressure

Shipping Weight

MODEL SELECTION

985 lbs.

7.3 gallons
Boiler Supply
Anchor Bolt Locations

6"

 N1700  N2000

14.0" w.c.

2 1/2" NPT-M

Boiler HP
Operating Weight

38.0 43.2

Date:                            /

8" dia. stub
3/4" NPT-M

1 1/4" NPT-F
1 1/2" NPT-F
inside cabinet

see list for options

Combustion Air Proving Switch, Differential Pressure Type

Combustion Air Inlet
Drain (Fireside)

Phone Number:

 N1500

Max Inlet Gas Pressure

Recommended Minimum 
Circuit Capacity

Shipped Loose for Field Installation

High Exhaust Back Pressure Switch
LWCO/Flow Switch, Paddle Type

Main Gas Connection N1500
Main Gas Connection N1700/N2000
Wiring Junction Boxes
Pressure Relief Valve

1,500,000 1,700,000 2,000,000

Flow Rate @ 40°F T

220°F
Heated Wet Surface Area
Flow Rate @ 20°F T

N1500 N1700 N2000

- Victaulic is a registered trademark of Victaulic Company, Easton PA, USA
- Patterson-Kelley reserves the right to make changes at any time without notification

A.S.M.E. SECTION IV 
DESIGN DATA

Max Pressure 160 PSIG Right Side - 24"

Notes:
Rear - 24"

206 sq. ft.

Max Allowable Temperature 250°F

1,445,000 1,700,000

15-160 psi/0-250°F30 PSIG 1 1/4"x 1 1/4"
15-160 psi/0-250°F
15-160 psi/0-250°F

125 PSIG 3/4"x 3/4" 15-160 psi/0-250°F

PRESSURE RELIEF VALVE/PRESSURE-TEMPERATURE GAUGE

50.8

50 PSIG 1"x 1 1/4"
60 PSIG 1"x1"
75 PSIG 1"x 1"

2 1/2" NPT-F
(4) 3/4" dia holes

8"

Input (BTU/hr)

Combustion Blower, Variable Speed, 745.7 Watt 

1,275,000

150 PSIG 3/4"x 3/4"

Front - 36" Top - 24" Left Side - 24"

Max Setpoint

VELOX™

Exhaust Vent 

E1 Exhaust Vent (With Adapter - MFD Only

Boiler Water Content
Shipping Dimensions
Power Supply

RECOMMENDED CLEARANCE FOR SERVICE ACCESS

Main Gas Train with Dual Shut-off
Integrated Boiler Control, NURO Series
Operating Thermostat, 130 -220 F (54.4 -104 C)
High Limit Thermostat, Manual Reset, 100 -240 F (38 -116 C)

Operating Current

Complies with: GE GAP (IRI) guidelines GAP.4.1.0 and GAP.4.1.3
FM Global 6-4 Section 1.0

960 lbs. 960 lbs. 990 lbs.

15-160 psi/0-250°F

N1500, N1700, N2000 MFD VELOX
© 2020, Patterson-Kelley, LLC

REV.B
  11/24/2021



Model RVW60

Conbraco Industries, Inc. 701 Matthews Mint Hill Rd. Matthews NC 28105 USA ; www.apollovalves.com ; 704-841-6000 
This specification is provided for reference only.  Conbraco reserves the right to change any portion of this specification without notice  

and without incurring obligation to make such changes to Conbraco products previously or subsequently sold. 
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ASME HOT WATER    
SAFETY RELIEF VALVE 

(10600 Series) 
Job Name: Contractor: 
Job Location: P.O. Number: 
Engineer: Representative: 
Tag: Wholesale Distributor: 

DESCRIPTION 
ASME Section IV capacity certified bronze safety relief 
valve for protection of hot water heating boilers, systems 
and similar equipment. It can be pre-set to any pressure 
ranging from 15 to 160 psig (1 to 11 bar) at 250°F 
(121°C) max. 

FEATURES 
 Sizes: ¾” – 2” (20 – 50mm) 
 ASME Section IV Certified Capacity 
 Corrosion Resistant Construction 
 Diaphragm Isolated Spring Chamber 
 Extremely High Capacity 
 Directive 97/23/EC (PED) Compliant Option 
 MADE IN THE USA 

MATERIALS
Body/Cap: ASTM B584 Bronze 
Spring: Alloy Steel, plated 
Seat: Silicone 

CAPACITIES, BTU/HR 
ASME HV Rating – 90% of actual capacity at 10% overpressure 

RVW60 Standard Discharge Port  
PSIG ¾”

10604
1”

10605
1-1/4”
10606

1-1/2”
10607

2”
10608

15 541,000 876,000 1,515,000 2,061,000 3,397,000 

30 827,000 1,339,000 2,316,000 3,151,000 5,193,000 

50 1,209,000 1,956,000 3,384,000 4,604,000 7,589,000 

100 2,162,000 3,500,000 6,055,000 8,238,000 13,577,000 

125 2,639,000 4,272,000 7,390,000 10,054,000 16,571,000 

150 3,116,000 5,044,000 8,725,000 11,871,000 19,565,000 

RVW61 High Capacity Discharge Port  
PSIG ¾”

10614
1”

10615
1-1/4”
10616

1-1/2”
 10617 

2”
10618

15 635,000 1,027,000 1,777,000 2,417,000 3,984,000 

30 970,000 1,570,000 2,716,000 3,696,000 6,091,000 

50 1,418,000 2,295,000 3,969,000 5,400,000 8,900,000 

100 2,536,000 4,105,000 7,101,000 9,661,000 15,924,000 

125 3,096,000 5,011,000 8,668,000 11,792,000 19,435,000 

150 3,655,000 5,916,000 10,234,000 13,923,000 22,947,000 

Model
 Standard Outlet (RVW60)  Oversize Outlet (RVW61) 

Size (Inlet) 
 ¾”     1”         1-1/4”   1-1/2”  2” 

Set Pressure 
psig (15-160) 

DIMENSIONS
Size  Height Width Weight

Series FNPT x FNPT In. mm In. mm lbs. kgs
10604
10614

3/4 x 3/4 
3/4 x 1 5.3 133 3.2 81 2.3 1.1

10605
10615

1 x 1 
1 x 1-1/4 6.7 170 4.0 102 4.0 1.8

10606
10616

1-1/4 x 1-1/4 
1-1/4 x 1-1/2 8.4 213 5.1 129 7.7 3.5

10607
10617

1-1/2 x 1-1/2 
1-1/2 x 2 10.8 274 5.9 150 11.25 5.1

10608
10618

2 x 2 
2 x 2-1/2 14.0 356 7.2 183 23.5 10.6

APPROVALS 

ASME Section IV Heating Boilers 
Pressure Equipment Directive 97/23/EC (PED) 
Canadian Registration Number 0G8547.5C 

      150#

x

x
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T h e  FLEXIB IL ITY  Yo u  Wa n t .   T h e  FEATURES  Yo u  N e e d . 

Low Water Cut-Offs 
        for  
Commercial  
Water Boilers

500/550

1100M

� Flexible Designs

� Easy Installation

�  Manual Reset with Nuisance Lock-Out 
Protection 

� Test Button

� LED Indicating Lights

�  Meets ASME CSD-1 Requirements for 
Commercial Water Boilers

INNOVATORS IN BOILER PROTECTION SINCE 1965



Low Water Cut-Offs 
For Commercial  
Water Boilers
Safgard commercial low water cut-offs  
combine Hydrolevel’s over 45 years of electronic  
boiler control experience, advanced technology and design input from  
heating professionals. The result is two easy-to-install low water cut-off options  
to fit nearly any commercial application.

Flexible Designs

Easy Installation

Manual Reset

Burner Circuit Test Button

LED Indicating Lights

Specifications Safgard 500 Safgard 550 Safgard 1100M

1 VA

SPDT SPDT SPST

 

www.hydrolevel.com
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CITY OF SAN ANTONIO 
Finance Department – Purchasing Division 

   
 
 
 
 
 
  
   

 
FORMAL INVITATION FOR BID (“IFB”) NO.: 6100016001 

 
THERMIFIC VELOX N1500 1.5 BTU BOILER SYSTEMS FOR THE ALAMODOME 

 
Date Issued: August 26, 2022 

 
BIDS MUST BE RECEIVED NO LATER THAN: 

2:00 PM CENTRAL TIME SEPTEMBER 16, 2022 
 
 
Bids may be submitted by any of the following means: 

Electronic submission through the Portal 
 
*Bid submissions will only be accepted electronically* 

Bid Due Date: 2:00 P.M. CT, SEPTEMBER 16, 2022 

Bid No.: 6100016001 

Bid Bond: YES Performance Bond: YES Payment Bond: YES Other: NO 

See Supplemental Terms & Conditions for information on these requirements. 

Affirmative Procurement Initiative: NO  DBE / ACDBE Requirements:  NO 

See Instructions for Bidders and Attachments sections for more information on these requirements. 

 
  

 

  

 

Pre-Submittal Conference * YES 

* If YES, the Pre-Submittal conference will be held on SEPTEMBER 1, 2022 @ 10:00 AM CENTRAL TIME  
The Pre-Submittal will be held via WebEx meeting. Prospective respondents may join the WebEx using the following 
instructions: 
 
Join by Phone: 1-415-655-0001 (Toll-free Dial-In) 
Meeting Number (access code): 2460 477 1713  
Meeting Password: COSA 
 
 
Staff Contact Person: JESUS HERNANDEZ, PROCUREMENT SPECIALIST II  
Email: jesus.hernandez2@sanantonio.gov 
 
SBEDA Contact Information: (210 207-3922 or by email at SBEDAdocs@sanantonio.gov 
  


















